
DESCRIPTION 

o Isocheck Impactapads are 

designed to improve the acoustic 

isolation of all types of structural 

elements that contribute to 

unwanted structural borne noise, 

from Kitchen doors, kettle vibration 

to a flushing toilet or a running 

bath.. 

o The Isolating pads are composed 

of a rubber crumb which combines 

exceptional stability and minimal 

creep with impact absorption. 

BENEFITS  

o Offers long term performance 

without collapse or “bottoming” 

out under high load points. 

o Resistant to ageing and 

deformation. 

o Suitable for all types of structural 

elements. 

o Capable of withstanding loads up 

to and including 0.8N/mm2 with 

low frequency performance. 

o Completely recyclable
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TMisocheck structure borne noise improvement system

Product data

Thicknesses: 

Standard size*:  

Composition:

5mm thick  

70mm x 70mm 

Rubber crumb

SPECIF ICATION 

The Impactapads shall be: 

o Isocheck Impactaads, supplied by 

Isomass Ltd.  

Unit 14 Papworth Business Park, 

Stirling Way, Papworth Everard, 

Cambridgeshire CB23 3GY and 

installed in accordance with 

manufacturer’s instructions / 

recommendations. 

INSTALLATION 

o Simply place between two 

offending elements to stop them 

vibrating/exciting each other.  Stick 

with a silicon sealant or PVA 

adhesive if required 

o Where a screw fixing bridges a pad 

please be sure to use a plastic rawl 

plug as this will also offer 

separation.

Performance

Maximum load bearing capacity: 

Temperature resistance: 

Static modulus of elasticity: 

Dynamic modules of elasticity*: 

Compression set to DIN 53572**: 

Tensile strength to DIN 53571: 

Elongation at break to DIN 53571: 

Tear resistance to DIN 53515: 

Flammability:

0.8N/mm² 

-40°C up to +110°C (Short Term) 

2.50 - 5.50N/mm² 

3.0 - 8.8N/mm² 

Approx. 5.90% 

Min. 0.90N/mm² 

Min. 85% 

Min. 0.8N/mm 

Class B2

*Figures dependant upon load and natural frequency and material thickness 

**Measured 30 minutes after decompression with 50% deformation @ 23°C after 72 hours

Every effort has been taken in the preparation of this sheet to ensure the accuracy of representations contained 
herein. Recommendations as to the use of materials, construction details and methods of installation are given 
in good faith and relate to typical situations. However, every site has different characteristics and reliance 
should not be placed upon the foregoing recommendations. Advice can be given as to specific applications of 
the products, upon request to isomass building products.
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Structural floor deck

Floating floor 15-30mm

Gaps MUST  be fully sealed at
junctions using Isocheck
Acoustic FR Sealant.

Isocheck Impacta Pads
under feet

Isocheck Impacta Pads
to behind kitchen units

Structural floor deck

Floating floor 15-30mm

Gaps MUST  be fully sealed
at junctions using Isocheck
Acoustic FR Sealant.

Cut holes in floating floor
around unit feet

Isocheck Impacta Pads
under feet

Isocheck Angled
Flanking Band

Kitchen and Bathroom 
installation


